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Eolo PU  
For suction and discharge of abrasive powders, fumes, shavings, vapours.  

Very light and flexible. It allows a high resistance to abrasion due to the characteristics 
of polyurethane  (5 times superior to normal PVC). Weather resistant, suitable for most 

chemicals. Suitable for heavy duty industrial and abrasive applications. 

Construction: 
 
Temperature: 

Polyurethane hose reinforced with anti-shock rigid PVC spiral,  
smooth inside surface, outside corrugated.  
-20° C + 80° C, (-4 + 176ºF) 

Part 
Number 

Weight 
Min Wall 

Thickness 
Max Wall 

Thickness 
Bending 
Radius 

Vacuum 
Roll 

Lenght 

 mm Inch g/m mm mm mm m H2O m 
IHELPU019 19 3/4" 110 0,4 2,6 25 2,5 20 

IHELPU020 20  110 0,4 2,6 25 2,5 20 

IHELPU025 25 1" 150 0,4 2,6 30 2,5 20 

IHELPU030 30  160 0,4 2,5 35 2,5 20 

IHELPU032 32 1-1/4" 180 0,4 2,6 35 2 20 

IHELPU035 35  200 0,5 2,7 45 2 20 

IHELPU038 38 1-1/2" 220 0,5 2,8 50 2 20 

IHELPU040 40  230 0,5 2,8 60 2 20 

IHELPU045 45  270 0,5 2,9 65 2 20 

IHELPU050 50 2" 310 0,5 3,2 70 2 20 

IHELPU055 55  400 0,5 3,4 75 2 20 

IHELPU060 60  470 0,5 3,6 80 1,6 20 

IHELPU063 63 2-1/2" 510 0,5 3,6 80 1,6 20 

IHELPU070 70  560 0,5 3,9 95 1,6 30 

IHELPU076 76 3" 600 0,5 4,0 100 1,6 30 

IHELPU080 80  650 0,5 4,2 110 1,6 30 

IHELPU090 90 3-1/2" 750 0,6 4,3 125 1,4 30 

IHELPU100 100  820 0,6 4,5 140 1,3 30 

IHELPU102 102 4" 830 0,6 4,5 140 1,3 30 

IHELPU110 110  950 0,6 4,9 150 1,2 30 

IHELPU120 120  1100 0,6 5,0 160 1 30 

IHELPU127 127 5" 1150 0,6 5,1 170 1 30 

IHELPU130 130  1300 0,6 5,3 170 0,9 20 

IHELPU140 140  1430 0,7 5,5 180 0,9 20 

IHELPU150 150 6" 1500 0,7 5,7 200 0,8 20 

IHELPU160 160  1940 0,8 6,6 220 0,7 20 

IHELPU170 170  2030 0,8 6,7 230 0,5 20 

IHELPU180 180  2140 0,8 6,7 250 0,4 20 

IHELPU200 200 8" 2300 0,8 6,7 260 0,4 20 

IHELPU250 250 10" 3400 0,8 7,5 300 0,4 10 

IHELPU300 300 12" 4100 0,8 7,5 350 0,3 10 

Inside Ø  


