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HIGH PRESSURE BALL VALVE 
A ball valve for high pressure applications, BSP threads as standard but 
NPT and DIN2353 metric compression connections are also available. 

Construction: 
 
 
Identification: 
 
 
Temperature: 

Carbon steel body, brass ball with mirror finish chrome 
plate - stem seal in nitrile and ball seal in POM-MoS2. 
 
Thread size and pressure rating stamped into the body 
of the valve. 
 
-10°C to +100°C 

Size 
(bsp) 

Working  
Pressure 

(bar) 

Bore 
(mm) 

Length of  
Body 
(mm) 

Height inc 
Handle 
(mm) 

Length of  
Handle 
(mm) 

Weight 
(kg) 

1/4 500 6 69 75 116 0.36 

3/8 500 10 73 80 108 0.53 

1/2 500 12.5 83 91 115 0.65 

3/4 315 19 96 138 160 1.58 

1 315 24 113 136 160 2.10 

1 1/4 315 25 120 138 200 2.3 

1 1/2 315 25 120 138 200 2.5 

Part Number 

HABVBKHR-04 

HABVBKHR-06 

HABVBKHR-08 

HABVBKHR-12 

HABVBKHR-16 

HABVBKHR-20 

HABVBKHR-24 


