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 REINFORCED PVC BRAIDED HOSE 

Clear PVC hose reinforced with textile braiding - also known as PVC/CTR. 
Ideal for air, water and fluid systems and other applications which require 
blockages to be quickly and easily detected. 

Construction: 
 
Coil Length: 
 
Colours: 
 
Toxicity: 

Clear PVC with polyester yarn braiding. 
 
30 metres - all sizes (alternative coil lengths available 
on request). 
Clear, black, red and blue as standard, other colours 
available. 
Low toxicity, all raw materials used in construction meet 
FDA standards. 

Part  
Number 

Inside 
Diameter 
(inches) 

Inside 
Diameter 

(mm) 

Outside  
Diameter 

(mm) 

Working 
Pressure 

(psi) at 20ºc 

IHAPR03-08 1/8” 3 8 400 

IHAPR04-10 5/32” 4 10 300 

IHAPR05-10 3/16” 5 10 300 

IHAPR06-12 1/4” 6.3 12 250 

IHAPR08-14 5/16” 8 14 200 

IHAPR09-15 3/8” 9.5 15.5 180 

IHAPR12-19 1/2” 12.7 19 150 

IHAPR16-23 5/8” 16 23 120 

IHAPR19-26 3/4” 19 26 100 

IHAPR22-30 7/8” 22 30 90 

IHAPR25-33 1” 25.4 33 80 

IHAPR32-42 1 1/4” 32 42 75 

IHAPR38-48 1 1/2” 38 48 50 

IHAPR50-63 2” 51 63 45 


