
 
Unit 5 Desborough Industrial  Park, Desborough Park Road. 

High Wycombe, Bucks, HP12 3BG. 

Vulcano TPR  

Very light and flexible Ducting that is extremely resistant to high temperatures,  
chemicals and abrasion.  
Designed for the suction of hot air and fumes in chemical plants, mines and Shipyards. 
Black with a Green spiral stripe.  

Construction: 
 
Temperature: 

Flexible duct made in PP/Epdm, with a steel spiral.  
 
-40° C + 125° C, (-40° F +250° F) 
 

Part Number  Inside Ø    Weight Min Wall 
Thickness   

Bending Ra-
dius  

Vacuum  Roll 
Length. 

  
  mm  inch  g/m  mm  mm  m/H2O  m  

IHVULTPR040 40 1-1/2 200 0.4 32 2 20 
IHVULTPR050 51 2 250 0.4 40 2 20 
IHVULTPR060 60 2-3/8 300 0.4 50 1.7 20 
IHVULTPR063 63 2-1/2 310 0.4 55 1.7 20 
IHVULTPR070 70 - 440 0.5 60 1.7 20 
IHVULTPR076 76 3 470 0.5 65 1.7 20 
IHVULTPR080 80 - 500 0.5 65 1.6 20 
IHVULTPR090 90 3-1/2 580 0.5 75 1.6 20 
IHVULTPR102 102 4 620 0.6 85 1.3 15 
IHVULTPR110 110 - 660 0.6 90 1.2 15 
IHVULTPR120 120 - 730 0.6 100 1.0 15 
IHVULTPR127 127 5 840 0.65 105 1.0 15 
IHVULTPR152 152 6 1030 0.65 125 0.8 15 
IHVULTPR160 160 - 1100 0.65 130 0.7 15 
IHVULTPR180 180 - 1350 0.65 150 0.5 15 
IHVULTPR203 203 8 1500 0.65 165 0.4 15 
IHVULTPR254 254 10 1950 0.65 210 0.4 10 
IHVULTPR279 279 11 2150 0.65 230 0.4 10 
IHVULTPR305 305 12 2400 0.65 250 0.3 10 
IHVULTPR356 356 14 2790 0.65 300 0.3 10 
IHVULTPR406 406 16 3250 0.65 350 0.3 10 


