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ISO 7840 MARINE FUEL HOSE

A black rubber fire resistant fuel hose for use with permanent installations
of inboard boat engines. Suitable for use with fuel with up to 50%
Aromatic content, 15% oxygenated compound, biodiesel and ecological
fuel. Complies with ISO 7840:2013 A1.

Construction: Liner. Smooth black synthetic rubber.
Reinforcement. High Strength textile yarn.
Cover. Black self-extinguishing rubber.
Temperature: -20°c to +80°c.

THOR® CARBOPOMP ® MARINE FUEL ISO
7840:2013 A1 E10/B10 COMPATIBLE CE”

Identification:

PART NUMBER BORE BORE OUTSIDE WORKING
(inches) (mm) DIAMETER PRESSURE
(mm) (bar)
IH7840006 1/4” 6.0 15 45
IH7840008 5/16” 8.0 16 4.5
IH7840010 3/8” 9.5 18 4.5
IH7840013 1/2” 12.5 21 3
IH7840016 5/8” 16.0 25 3
IH7840019 3/4” 19.0 29 3
IH7840025 1” 25.0 37 3
IH7840032 1-1/4” 32.0 44 3
IH7840035 1-3/8” 35.0 47 3
IH7840038 1-1/2” 38.0 52 3
IH7840051 2’ 51.0 64 3
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T6711 MARINE WET EXHAUST

AND FUEL HOSE.

A black rubber hose with four imbedded steel helix wires to allow greater flexibility and
kink resistance. For suction and delivery of oil, diesel and petroleum products with up
to 50% aromatic content. Suitable for exhaust gas from water cooled stationary and
marine diesel engines.

Construction: A black NBR rubber liner with high tensile textile cord
reinforcement and four high tensile steel wire helix.Black NBR/PVC
blend outer cover. Exhausts and sea water resistant.

Identification: ITALY SCAMO/SP ® MARINE WET EXHAUST LLOYD'S REGIS-
TER nr.96/00127 RINA nr. DIP017211MI .SAE J2006:03 R2 - ISO
13363 : 04 Type 2 CLASS B ( @ + quarter/year)

Length: Maximum 61 metre coils (19mm to 51mm ), 30.5m coils 63mm and
over.

Temperature: -30°C to +100°C.

Part Number Inside Diameter Inside Diameter | Working Weight Bend Radius
(mm) (inches) Pressure (Kg/mtr) (mm)
at 20°C
(bar)
IH6711025 25 1 3 0.75 65
IH6711038 38 1-1/2 3 0.80 80
IH6711040 40 3 0.90 80
IH6711045 45 1-3/4 3 1.00 90
IH6711051 51 2 3 1.10 100
IH6711060 60 2-3/8 3 1.45 120
IH6711063 63 2-1/2 3 1.69 189
1IH6711076 76 3 3 1.98 150
IHT600AA102 102 4 3 2.81 200
IHT600AA127 127 5 3 3.60 250
IHT600AA152 152 6 3 4.80 300

Other sizes available on request.
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S-266 LL Toilet Discharge Hose.

A white thermoplastic hose made for marine toilet discharge applications,
specially constructed to reduce odour permeation.
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Construction: Tube, white thermoplastic elastomer
Reinforcement, white shock resistant rigid PVC.

Temperature: -5°C to + 60°C

Identification: Plain white hose.
Part Number Bore Working Weight Minimum Bend Vacuum
(mm) Pressure g/mtr Radius %
(Bar) (mm)
IH266LL019 19 8 280 75 70
IH266LL025 25 8 380 120 70
IH266LL038 38 6 580 170 70
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BS3212. LPG HOSE

An orange rubber gas hose for use with propane,butane and LPG.
Commonly used with portable gas heaters and cookers.
Approved according to Calorgas.
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Construction: Black NBR (Acrylonitrile-Butadiene) rubber lining, PVA
cord reinforcement, orange CSM-Hypalon cover
(weather and ozone resistant).

Temperature: -30°C to + 60°C

Identification: BS3212 1991/2/(Size in mm)/HIGH PRESSURE LPG-
(Date of manufacture) or
BS5120:1987 B/N @ BS3212/2-(Size in mm)-(Date of
manufacture.)

Part Number Bore Outside Working Weight
(mm) Diameter Pressure g/mtr
(mm) (Bar)
IH3212006 6.3 13.0 20 150
IH3212008 8.0 15.0 20 196
IH3212010 9.5 16.0 20 244
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Medium Duty Suction & Delivery
Hose

A hose for medium duty suction and delivery of water, fertilisers, pesticides,
acids, solutions and detergents. Smooth bore with a slight corrugation
outside.
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Construction : Plasticized PVC hose with a spiral of anti-shock rigid
PVC reinforcement.

Identification : Green hose.

Coil Length : 30 or 50 mtrs (up to 80mm); 30 mtrs (up to 127mm)

Lengths on request above 127mm.
Temperature : -10°C to +60°C

Part Inside Wall Working Vacuum | Bend | Weight Part Inside Wall Working | Vacuum | Bend | Weight
Number Diameter | Thickness | Pressure Radiu Number Diameter | Thickness | Pressure Radius

(mm) (mm) (bar) m/H20 (mSm) gr/mtr (mm) (mm) (bar) m/H20 (mm) | gr/imtr

IHSATM020 20 2.8 5 7 110 240 IHSATMO76 76 4.7 5 7 340 | 1380
IHSATMO025 25 2.8 5 7 130 300 IHSATMO080 80 5.2 4 7 365 | 1550
IHSATMO030 30 2.9 5 7 150 360 IHSATMO090 90 6.0 4 7 420 | 1850
IHSATM032 32 3.0 5 7 155 390 IHSATM102 102 6.0 4 7 470 | 2220
IHSATMO035 35 3.5 5 7 170 440 IHSATM110 110 6.0 4 6 520 | 2550
IHSATM038 38 34 5 7 182 520 IHSATM120 120 6.2 3 6 650 | 2800
IHSATMO040 40 3.5 ) 7 195 550 IHSATM127 127 6.2 3 515 680 | 3000
IHSATM045 45 3.8 5 7 215 670 IHSATM150 150 6.2 3 5 780 | 4300
IHSATM052 52 4.1 5 7 235 800 IHSATM152 152 6.2 3 ) 780 | 4300
IHSATMO060 60 41 5 7 275 970 IHSATM200 200 8.2 2 4.5 1000 | 6500
IHSATMO063 63 4.2 5 7 290 | 1040 IHSATM254 254 8.5 1.5 4 1800 | 8500
IHSATMO070 70 4.5 5 7 320 | 1200 IHSATM305 305 8.5 1.5 4 2000 | 11000
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AQUAVEND

A white PVC reinforced hose with a Polyester elastomer black liner
specially made for the conveyance of drinking water. Smooth bore for
improved flow.

Construction:

FDA approved white PVC cover and inner with

polyester yarnbraiding, Polyester elastomer liner.
WRAS . approved material for potable water.

Coil Length: 30 Metres

Colour: White cover with black liner

Toxicity: Liner made from WRc approved material for potable
water use. Cover F.D.A approved pvc

Part Number | Bore (inch) Bore (mm) 0.D. (mm) | Weight/ (30m) BurstB PAgRssure

IHVEND-06 1/4" 6.0 12.0 4.1 80

IHVEND-10 3/8" 9.5 16.0 5.9 60

IHVEND-12 1/2" 12.5 19.0 8.1 44

IHVEND-19 3/4" 19.0 26.0 12.1 39

IHVEND-25 1" 25.0 33.0 14.5 30

Please note the pressure ratings are for 20°c. At 50°c the rating drops by
50%, the maximum continuous working temperature is 70°c.
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Wire Reinforced Bio PVC

Made from Biological PVC which is manufactured with mainly renewable

natural sources. Suitable for suction and delivery of alimentary products

(no fatty foods) such as drinks, fruit juices, wine, vinegar and liqueurs up

to a maximum alcoholic content of 15%. Food grade according to the Eu-
ropean 2002/72/CE and its amendments, classes A, B, C.
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Construction : Soft Biological PVC hose with embedded steel wire
reinforcement.

Identification : Clear transparent hose, branded ‘Plutone Bio'.

Coil Length : 30 or 60 mtrs (up to 35mm); 30 mtrs (up to 100mm).

Temperature : -10°C to +60°C

Part Inside Outside | Working | Vacuum Bend Weight Part Inside Outside | Working | Vacuum | Bend Weight
Number Diameter | Diameter | Pressure | m/H20 Radius | gr/mtr Number Diameter | Diameter | Pressure m/H20 | Radius | gr/mtr
(mm) (mm (bar) (mm) (mm) (mm (bar) (mm)

IHPLUBOO6 6 12.2 5 9.5 30 130 IHPLUBO35 35 43.4 5 8.5 160 710
IHPLUBOO8 8 14.2 5 9.5 40 160 IHPLUBO38 38 47.0 5 8.5 170 805
IHPLUBO10 10 16.0 7 8.5 50 185 IHPLUB040 40 49.2 5) 8.5 180 880
IHPLUBO12 12 18.0 7 8.5 50 210 IHPLUBO045 45 54.8 4 8 200 1135
IHPLUBO14 14 20.0 7 8.5 60 230 IHPLUBO50 50 60.0 4 8 230 1275
IHPLUBO16 16 224 7 8.5 70 275 IHPLUBO60 60 71.8 3.5 8 270 1745
IHPLUBO18 18 24 .4 6 8.5 80 300 IHPLUBO063 63 74.8 815 8 280 1830
IHPLUBO020 20 27.0 6 8.5 90 355 IHPLUBO70 70 82.0 3.5 7 320 2070
IHPLUBO022 22 29.0 6 8.5 100 390 IHPLUBO76 76 88.2 S5 7 340 2275
IHPLUBO025 25 33.0 6 8.5 110 510 IHPLUB08O 80 92.2 35 7 360 | 2400
IHPLUBO030 30 38.0 5 8.5 140 600 IHPLUBO090 90 103.0 3 7 410 3025
IHPLUBO032 32 40.4 5 8.5 140 665 IHPLUB102 102 115.0 2 7 460 3490
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as dilute acids and alkalines.

CLEAR PVC TUBE

Clear PVC Tube is ideal for conveying liquids, gases, powders and
granules at low pressures. It has excellent resistance to chemicals, such

Construction: Clear PVC
Coil Length: 30 metres - all sizes (alternate coil lengths available on
request).
Colours: Clear as standard, colours and tints available.
Toxicity: Low toxicity, all raw materials used to construct meet
FDA standards.
Part Inside Inside Outside Wall Part Inside Inside Outside Wall
Number Diameter | Diameter | Diameter | Thickness Number Diameter | Diameter | Diameter | Thickness
(inches) (mm) (mm) (mm) (inches) (mm) (mm) (mm)
IHAPCO03-06 1/8” 3 6 1.5 IHAPC16-19 5/8” 16 19 1.5
IHAPCO03-09 1/8” 3 9 3 IHAPC16-22 5/8” 16 22 3
IHAPC04-06 5/32” 4 6 1 IHAPC19-22 3/4” 19 22 1.5
IHAPCO05-08 3/16” 5 8 1.5 IHAPC19-25 3/4” 19 25 3
IHAPCO05-11 3/16” 5 11 3 IHAPC22-25 7/8” 22 25 1.5
IHAPCO06-09 1/4” 6 9 1.5 IHAPC22-28 7/8” 22 28 3
IHAPCO06-12 1/4” 6 12 3 IHAPC25-28 1” 25 28 1.5
IHAPCO08-11 5/16” 8 1 1.5 IHAPC25-31 17 25 31 3
IHAPCO08-14 5/16" 8 14 3 IHAPC32-38 11/4” 32 38 3
IHAPC09-12 3/8” 9.5 12.5 1.5 IHAPC32-41 11/4” 32 41 4.5
IHAPCO09-15 3/8” 9.5 15.5 3 IHAPC38-47 11/2” 38 47 4.5
IHAPC12-15 1/2” 12.5 15.5 1.5 IHAPC44-54 13/4” 44 54 5
IHAPC12-18 1/2” 12.5 18.5 3 IHAPC50-62 2’ 50 62 6
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REINFORCED PVC BRAIDED HOSE

Clear PVC hose reinforced with textile braiding - also known as PVC/CTR.
Ideal for water and fluid systems and various industrial applications which
require blockages to be quickly and easily detected.
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Construction: Clear PVC with polyester yarn braiding.
Coil Length: 30 metres - all sizes (alternative coil lengths available
on request).
Colours: Clear, black, red and blue as standard, other colours
available.
Toxicity: Low toxicity, all raw materials used in construction meet
FDA standards.
Part Inside Inside Outside Working
Number Diameter Diameter Diameter Pressure
(inches) (mm) (mm) (psi) at 20°c
IHAPRO03-08 1/8” 3 8 400
IHAPRO04-10 5/32” 4 10 300
IHAPRO05-10 3/16” 5 10 300
IHAPRO06-12 1/4” 6.3 12 250
IHAPRO08-14 5/16” 8 14 200
IHAPRO09-15 3/8” 9.5 15.5 180
IHAPR12-19 1/2” 12.7 19 150
IHAPR16-23 5/8” 16 23 120
IHAPR19-26 3/4” 19 26 100
IHAPR22-30 718" 22 30 90
IHAPR25-33 1” 25.4 33 80
IHAPR32-42 11/4” 32 42 75
IHAPR38-48 11/2” 38 48 50
IHAPR50-63 2’ 51 63 45
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IMPERIAL FLEXIBLE NYLON TUBE

Flexible Nylon tube can be used for pneumatic systems, fuel lines,
lubrication lines and with food and beverages. All working pressures are
based on short term burst tests at 20°c with a 4:1 safety factor.

Construction:
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Type 12 NYLON

Coil Length: 30 metres - all sizes (alternate coil lengths available on
request).
Colours: Natural, Black, Red, Yellow, Green and Blue stocked.
(Brown, Orange, Grey and Pink to special order.)
Temperature: -40°c to maximum continuous working of 70°c,
occasional limited periods of 120°c. Working pressure
reduced to 50% at 70°c, 25% at 120°c.
Part Outside Inside Working | Minimum Part Outside Inside Working | Minimum
Number Diameter | Diameter | Pressure Bend Number Diameter | Diameter | Pressure Bend
(inches) (inches) | P.S.1.(20°) radius (inches) (inches) [ P.S.1.(20°) radius
(mm) (mm)
IHANI-062 1/8” 0.062 725 8.0 IHANI-212 5/16” 0.212 375 22.0
IHANI-075 1/8” 0.075 710 8.0 IHANI-242 5/16” 0.242 250 32
IHANI-095 1/8” 0.095 680 9.5 IHANI-250 3/8” 0.250 400 25.4
IHANI-096 5/32” 0.096 520 8.0 IHANI-265 3/8” 0.265 380 32
IHANI-117 3/16” 0.117 455 9.5 IHANI-295 3/8” 0.295 355 38
IHANI-137 3/16” 0.137 305 12.7 IHANI-375 1/2” 0.375 285 38
IHANI-150 1/4” 0.150 395 9.5 IHANI-500 5/8” 0.500 220 63
IHANI-170 1/4” 0.170 375 12.7 IHANI-594 3/4” 0.594 225 102
IHANI-190 1/4” 0.190 250 25.4 IHANI-813 1” 0.813 205 178
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METRIC FLEXIBLE NYLON TUBE

Flexible Nylon tube can be used for pneumatic systems, fuel lines,
lubrication lines and with food and beverages. All working pressures are
based on short term burst tests at 20°c with a 4:1 safety factor.

Construction:
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Type 12 NYLON

Coil Length: 30 metres - all sizes (alternate coil lengths available on
request).
Colours: Natural, Black, Red, Yellow, Green and Blue stocked.
(Brown, Orange, Grey and Pink to special order.)
Temperature: -40°c to maximum continuous working of 70°c,
occasional limited periods of 120°c. Working pressure
reduced to 50% at 70°c, 25% at 120°c.
Part Outside Inside Working Minimum Part Outside Inside Working | Minimum
Number Diameter | Diameter | Pressure Bend Number Diameter | Diameter | Pressure Bend
(mm) (mm) P.S.1.(20°) radius (mm) (mm) P.S.1.(20°) radius
(mm) (mm)
IHANMO04-25 4 2.5 415 8 IHANM10-80 10 8 200 50
IHANMO5-30 5 3 450 10 IHANM12-85 12 8.5 277 36
IHANMO05-33 5 3.3 425 12 IHANM12-90 12 9 257 45
IHANMO6-40 6 4 358 13 IHANM12-95 12 9.5 234 53
IHANMO08-55 8 5.5 332 22 IHANM12-10 12 10 164 60
IHANMO08-60 8 6 255 32 IHANM15-12 15 12 170 80
IHANM10-70 10 7 317 26 IHANM16-12 16 12 193 85
IHANM10-75 10 7.5 261 43 IHANM22-17 22 14 230 140

Unit 5 Desborough Industrial Park, Desborough Park Road.
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Construction

MILD STEEL
WORMDRIVE HOSECLIPS

Wormdrive hoseclips offer a quick and easy means of securing low and
medium pressure hose assemblies. Manufactured to BS5315 they have
NATO approval.
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Mild Steel:Heavily zinc plated. All clips have fully
rounded edges to give best possible protection to the

hose being clamped.

|dentification: BS number,size range in mm and trade reference code.
BS5315:1991 on buckle housing.

Part Trade Size Band Hex Part Trade Size Band Hex
Number Reference | Range Width Size Number Reference Range Width Size

(mm) (mm) (mm) (mm) (mm) (mm)
CCMBS012 000 9.5-12 9.5 7 CCMBS080 3X 60-80 12.7 7
CCMBS016 MOO 11-16 9.5 7 CCMBS090 4 70-90 12.7 7
CCMBS020 (o]0 13-20 9.5 7 CCMBS100 4X 80-100 12.7 7
CCMBS022 (0] 14-22 12.7 7 CCMBS120 5 90-120 12.7 7
CCMBS025 OX 17-25 12.7 7 CCMBS140 6 110-140 12.7 7
CCMBS030 1A 22-30 12.7 7 CCMBS160 7 135-160 12.7 7
CCMBS035 1 25-35 12.7 7 CCMBS190 155-189 12.7 7
CCMBS040 1X 30-40 12.7 7 CCMBS200 170-200 12.7 7
CCMBS045 35-45 12.7 7 CCMBS220 190-220 12.7 7
CCMBS050 2A 35-50 12.7 7 CCMBS240 210-240 12.7 7
CCMBS055 2 40-55 12.7 7 CCMBS260 230-260 12.7 7
CCMBS060 2X 45-60 12.7 7 CCMBS280 250-280 12.7 7
CCMBSO070 3 50-70 12.7 7 CCMBS300 270-300 12.7 7
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STAINLESS STEEL
WORMDRIVE HOSE CLIP.

Wormdrive hoseclips offer a quick and easy means of securing low and
medium pressure hose assemblies. Manufactured to BS5315 they have
NATO approval.Stainless steel clips have Lloyds register type approval for

marine,offshore and industrial use.
SR
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Construction: Stainless Steel:
18/8 marine quality stainless steel.
All clips have fully rounded edges to give best possible
protection to the hose being clamped.

Identification: BS number,size range in mm and trade reference code.
BS5315:1991 'STAINLESS'

Part Trade Size Band Hex Part Trade Size Band Hex

Number Reference | Range Width Size Number Reference Range Width Size

(mm) (mm) (mm) (mm) (mm) (mm)
CCSBS012 000 9.5-12 9.5 7 CCSBS060 2X 45-60 12.7 7
CCSBS016 MOO 11-16 9.5 7 CCSBS070 3 50-70 12.7 7
CCSBS020 00 13-20 9.5 7 CCSBS080 3X 60-80 12.7 7
CCSBS022 0} 14-22 12.7 7 CCSBS090 4 70-90 12.7 7
CCSBS025 OX 17-25 12.7 7 CCSBS100 4X 80-100 12.7 7
CCSBS030 1A 22-30 12.7 7 CCSBS120 5 90-120 12.7 7
CCSBS035 1 25-35 12.7 7 CCSBS140 6 110-140 12.7 7
CCSBS040 1X 30-40 12.7 7 CCSBS160 7 135-160 12.7 7
CCSBS045 - 35-45 12.7 7 CCSBS190 - 155-189 12.7 7
CCSBS050 2A 35-50 12.7 7 CCSBS200 - 170-200 12.7 7

CCSBS055 2 40-55 12.7 7
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MIKALOR CLAMPS

A robust and reusable hose clamp. For use in applications where

a heavier degree of clamping than is offered by a wormdrive hose clip,
is needed. Fittings can be securely attached to pressure and suction
hoses including PVC, Polypropylene, Rubber, Canvas and all types of
flexible ducting.

Construction: A low carbon steel CK15 (Din 1.1141) band. Nut and
bolt to ISO strength grades 8 (nut) and 8.8 (bolt).
Finished in zinc plate - gold passivate. Bevelled edges
of the band reduce wear and tear to the hose. A longer
nut also makes assembly much easier.

|dentification: Every Mikalor clamp has its size range (mm) stamped
on the band and the new 'Super' trade mark.

Part Number Range of | Width | Maximum Part Number Range of Width Maximum Part Number Range of Width | Maximum
Adjustment | (mm) Height of Adjustment | (mm) Height of Adjustment | (mm) Height of
(mm) Clamp (mm) Clamp (mm) Clamp

CCMIK017-019 17-19 18 31 CCMIK055-059 55-59 22 75 CCMIK131-139 131-139 26 155
CCMIK020-022 20-22 18 34 CCMIK059-063 59-63 22 79 CCMIK140-150 140-148 26 160
CCMIK023-025 23-25 18 37 CCMIK063-068 63-68 22 83 CCMIK149-161 149-162 26 182
CCMIK026-028 26-28 18 40 CCMIK068-073 68-73 24 91 CCMIK162-174 162-174 26 195
CCMIK029-031 29-31 20 44 CCMIKO073-079 73-79 24 97 CCMIK175-187 175-187 26 208
CCMIK031-034 31-34 20 48 CCMIK079-085 79-85 24 103 CCMIK187-200 187-200 26 221
CCMIK034-037 34-37 20 50 CCMIK085-091 85-91 24 109 CCMIK200-213 200-213 26 234
CCMIK037-040 37-40 20 52 CCMIK092-097 92-97 24 115 CCMIK213-226 213-226 26 247
CCMIK040-043 40-43 20 56 CCMIK098-103 97-104 24 121 CCMIK226-239 226-239 26 260
CCMIK043-047 43-47 22 63 CCMIK104-112 104-112 24 130 CCMIK239-252 239-252 26 282
CCMIK047-051 47-51 22 67 CCMIK113-121 113-121 24 139 CCMIK253-259 253-259 26 287
CCMIK051-55 52-55 22 7 CCMIK122-130 121-130 24 148 CCMIK260-270 260-270 26 290
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Construction:

OETIKER CLIPS

A versatile low cost clamp for low and medium pressure applications,
offering very fast assembly times, with the added advantage of being
virtually tamper proof once fitted.

Zinc plated mild steel with clear passivation. Also

available in stainless steel. 18/10 (1.4301) AlSI 304,
17/13/2 (1.4404).

|dentification: Oetiker logo stamped on one side.
Size in inches and size range in mm.
PART NOMINAL HOSE WIDTH PART NOMINAL HOSE WIDTH
NUMBER SIZE DIAMETER (mm) NUMBER SIZE DIAMETER (mm)
(inches) (mm) (inches) (mm)

CCOETO00-41 5/32” 3.1-4.1 3.5 CCOET19-22 13/16” 19-22 9
CCOETO00-45 11/64” 3.545 3.5 CCOET20-23 7/8” 20-23 9
CCOETO03-05 3/16” 3-5 5 CCOET22-25 15/16” 22-25 10
CCOETO05-07 1/4” 5-7 6 CCOET23-27 1” 23-27 10
CCOETO07-09 5/16” 7-9 7 CCOET25-28 11/16” 25-28 10
CCOETO08-11 3/8” 8-11 7 CCOET27-31 11/8” 27-31 10
CCOETO09-11 7/16” 9-11 7 CCOET28-31 13/16” 28-31 10
CCOET11-13 1/2” 11-13 7 CCOET31-34 15/16” 31-34 10
CCOET13-15 9/16” 13-15 7.5 CCOET34-37 17/16” 34-37 10
CCOET15-17 19/32” 15-17 8 CCOET37-40 11/2” 37-40 10
CCOET15-18 5/8” 15-18 8 CCOET40-43 15/8” 40-43 10
CCOET16-19 16-19 8 CCOET43-46 13/4” 43-46 10
CCOET17-20 3/4” 17-20 8.5
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LOW PRESSURE BALL VALVE

A full flow ball valve offering no restriction when open. For use with

compressed air, petrol, gasoline, water, oil, gas oil and vacuum.

Available with Straight Lever handle or Tee Handle, with Female x Female
or Male x Female BSP threads.

Construction:

Nickel Plated Plated Brass body, Chrome Plated Brass
ball, nickel plated brass stem. Stem seal Viton, Ball seal

PTFE and the steel handle is plastic coated.

|dentification: Thread size and working pressure in bar is stamped on
the body.
Temperature: -20°C to +60°C
Part Number Size Working Bore Length of Height inc Length of
(bsp) Pressure (mm) Body Handle Handle
(bar) (mm) (mm) (mm)
IF-BV85-04 1/4 50 8 491 50.8 90.0
IF-BV85-06 3/8 50 10 52.2 51.8 90.0
IF-BV85-08 1/2 50 15 60.7 63.4 96.7
IF-BV85-12 3/4 40 20 67.5 73.2 118.0
IF-BV85-16 1 40 25 84.3 80.8 118.6
IF-BV85-20 11/4 30 32 99.3 98.3 144.7
IF-BV85-24 11/2 30 40 108.3 119.5 165.0
IF-BV85-32 2 25 50 129.2 132.5 165.0
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High Wycombe, Bucks, HP12 3BG.
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BRASS GATE VALVE

A brass gate valve offering no restriction to flow when open. For use with
water, slurry and diesel delivery.

All brass construction except the handle which is plated steel.

Part Number Size Working A. Width of | B.Heightinc | Full Height | Weight (Kg)
(bsp) Pressure body (mm) Handle (mm)
(bar) (mm)
IFGATE-04 1/4 16 33 67 79 0.170
IFGATE-06 3/8 16 33 68 80 0.170
IFGATE-08 1/2 16 41.9 63.8 77.5 0.160
IFGATE-12 3/4 20 45 73.6 91.9 0.275
IFGATE-16 1 20 50.2 84.8 105 0.410
IFGATE-20 11/4 18 55 104 129.8 0.380
IFGATE-24 11/2 20 58.5 125 158 0.770
IFGATE-32 2 16 67 140 185 1.265
IFGATE-48 3 16 83 200 255 2.60
IFGATE-64 4 20 98 240 305 4.67

Unit 5 Desborough Industrial Park, Desborough Park Road.
High Wycombe, Bucks, HP12 3BG.
Telephone 01494 524332. Fax 01494 464667. www.spectrum-hose.co.uk




COPPER TUBING ANNEALED

(Metric & Imperial)

We stock a large range of Brass and Mild Steel compression fittings for
fuel, gas and water installations. Straight Couplers, Elbow Couplers,
Tees, Male Stud Couplings, Male Stud Elbows, Female Stud Couplings,
Female Stud Elbows, Hose Tail Compression Fittings and many other less
common and unusual fittings.

Construction:

Copper tubing is drawn to a tolerance of
+ 0.00mm/-0.05mm od and is manufactured to
BS 2871/2/C106 (EN1057)

Part Number O/D I/D Burst Part Number O/D I/D Burst
(mm) (mm) Pressure (inches) (inches) Pressure
(psi) (psi)

AU-CUM-04 4 2.8 11000 AU-CUI-02X22 1/8” 0.069 10000
AU-CUM-05 5 34 12000 AU-CUI-03X22 3/16” 0.131 11000
AU-CUM-06 6 4.4 10000 AU-CUI-04X22 1/4” 0.194 8000
AU-CUM-08 8 6.4 7000 AU-CUI-05X22 5/16” 0.256 6000
AU-CUM-10 10 8.4 5000 AU-CUI-06X22 3/8” 0.319 5000

AU-CUI-08X20 1/2” 0.428 4500

Unit 5 Desborough Industrial Park, Desborough Park Road.
High Wycombe, Bucks, HP12 3BG.
Telephone 01494 524332. Fax 01494 464667. www.spectrum-hose.co.uk




Unit 5 Desborough Industrial Park,
Desborough Park Road.
High Wycombe,
Bucks, HP12 3BG.
Telephone 01494 524332. Fax 01494 464667 .
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If you are using a Sat Nav please use

HP12 3BX.
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