
DIN 73379 Type B FUEL HOSE 

An automotive fuel hose for transmission oil, fuel oil, automotive petroleum 
up to E10 & Diesel Fuel with Bio Fuel addition.  Rubber liner with a vulcan-
ised textile outer braid. 

Construction:  
 
 

Temperature: 
 
 
 

Identification: 

Inner tube black synthetic Nitrile liner. Single vulcanised 
textile braid cover. 
 
-30°C to + 50°C Petroleum. 
-30°C to + 80°C Water, Air & Heating Oil 
-30°C to + 65°C Diesel Fuel 
 
White Print.   

Part Number Bore 
(mm) 

Outside 
Diameter 

(mm) 

Working 
Pressure 

(Bar) 

Minimum 
Bend Radius 

(mm) 

IH-2122.0300 4.5 9.5 7 35 

IH-2122.0410 5.0 9.5 7 40 

IH-2122.0400 5.5 10.5 7 40 

IH-2122.0600 7.5 12.5 7 50 

IH-2122.0800 9.0 15.0 7 60 

IH-2122.1017 12.0 17.0 7 80 

IH-2122.1200 14.0 20. 7 80 

IH-2122.0411 6.0 11.0 7 45 

 
Unit 5 Desborough Industrial  Park, Desborough Park Road. 

High Wycombe, Bucks, HP12 3BG. 
Telephone 01494 524332.  Fax  01494 464667. www.spectrum-hose.co.uk 


